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NSN: 5960-00-917-9719 
 

PREP FOR DELIVERY: MIL-STD-2073 1D Dated 15 Dec 99           
 

QUP CODE 001 
   
PRESERVATION METHOD CODE HM 
   
CLEANING/DRYING CODE X 
   
PRESERVATIVE MATERIAL CODE XX 
   
WRAPPING MATERIAL CODE XX 
   
CUSHIONING/DUNNAGE MATERIAL CODE XX 
   
CUSHIONING/DUNNAGE THICKNESS CODE X 
   
UNIT CONTAINER CODE XX 
   
OPTIONAL PROCEDURE INDICATOR CODE M 
   
INTERMEDIATE CONTAINER CODE XX 
   
INTERMEDIATE CONTAINER QUANTITY CODE XXX 
 
FOR DLA STOCK: 
 
PACK                                                                                     
 
FOR OCONUS PRIORITY 9 THRU 15 AND FOREIGN  
 

 
 
 
CODE 
 
MILITARY 

   
 
 
U 
 
SALES (FMS): 
 

PACK       CODE Q 
PACKING: LEVEL B 
     
MARKING AND BAR CODE REQUIREMENTS:   
ALL SHIPMENTS FOR DLA STOCK, OCONUS PRIORITIES 9 – 15, AND FOREIGN MILITARY 
SALES (FMS) SHALL BE MARKED AND BARCODED IN ACCORDANCE WITH MIL-STD-129 N AND 
AIM BCI (UNIFORM SYMBOLOGY SPECIFICATION CODE 39). 
 
SPECIAL MARKING CODE:  ZZ  (SPECIAL MARKING) 
 

FOR NON-FMS AND NON-STOCK ORDERS FOR CONUS DELIVERY AND OCONUS PRIORITIES 
1 THRU 8:   MARKED AND PACKAGED STANDARD COMMERCIAL IAW ASTM D 3951 AND BAR 
CODED IAW AIM BCI. 
PALLETIZATION SHALL BE IN ACCORDANCE WITH DC1636P001, REV D, DATED 01277. 
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SUPPLEMENTAL DATA:   
SPECIAL PACKAGING INSTRUCTION (SPI) J001614933,  DATED 99174, REV B.                             
APPLICABLE REGULATIONS:                         
THE FOLLOWING REGULATIONS SHALL BE USED FOR THE PACKAGING, PACKING, SHIELDING, AND MARKING OF MAGNETIZED 
MATERIAL. THE FOLLOWING GUIDELINES  ARE FOR INFORMATION ONLY: 
 
.I.  CODE OF FEDERAL REGULATIONS, TITLE 49    
.    A.  172.101 HAZARDOUS MATERIAL TABLE     
.    B.  173.21(D) 
,II.  DANGEROUS GOODS REGULATION (IATA)           
,.    A.  SECTION 1 - APPLICABILITY             
,.    B.  SECTION 2 - LIMITATIONS                 
,.        1.  PARAGRAPH 2.9.4 - LIST OF OPERATOR VARIATIONS (CI-01)                               
,.C.  SECTION 3 - CLASSIFICATION                 
,1.  PARAGRAPH 3.9.1.3 - MAGNETIZED MATERIAL                                    
,D.  SECTION 4 - IDENTIFICATION              
,.   1.  PARAGRAPH 4.2 - LIST OF DANGEROUS GOODS 
,E.  SECTION 5 - PACKING                          
,.   1.  PACKING INSTRUCTION 902                 
,.    F.  SECTION 7 - MARKING AND LABELING       
,.        1.  PARAGRAPH 7.1.5 - PACKAGING USE  MARKING (PACKAGES AND OVERPACKS)                
,.        2.  PARAGRAPH 7.1.6 - PACKAGE ORIENTATION MARKING              
,.        3.  PARAGRAPH 7.2.2 - QUALITY AND SPECIFICATIONS OF LABELS    
,.        4.  PARAGRAPH 7.2.3 - APPLICABILITY OF HAZARD LABELS       
,.        5.  PARAGRAPH 7.2.4 - HANDLING LABELS (7.2.4.2)       
,.        6.  PARAGRAPH 7.2.6 - AFFIXING OF   
    G.  SECTION 8 - DOCUMENTATION               
,.        1.  PARAGRAPH 8.1.3 - PROPER SHIPPING NAME                                         
,.  H.  SECTION 9 - HANDLING                    
,.        1.  PARAGRAPH 9.3.14 - LOADING OF       
,MAGNETIZED MATERIAL                              
,I.  SECTION 10 - PACKAGING SPECIFICATION AND PERFORMANCE TESTS   
,.                                                
,MAGNETIZED MATERIAL MARKING:                     
,MAGNETIZED MATERIAL MARKING SHALL BE AS FOLLOWS:, 
,.    A.  NO MAGNETIC MARKING REQUIREMENT FOR AIR OR SURFACE TRANSPORT - FOR MAGNETIC FIELD STRENGTHS LESS THAN    
            0.002 GAUSS AT 7 FEET FROM THE ITEM, WITHOUT ANY COMPASS DEVIATION.   
,.    B.  FOR MAGNETIC FIELD STRENGTHS NOT GREATER THAN 0.00525 GAUSS AT 15 FEET, AND NOT GREATER THAN 0.002 GAUSS  
            AT 7 FEET, WITH A  COMPASS DEVIAITON OF 2 DEGREES OR LESS:          
,.          1.  THE AIR TRANSPORT REQUIRES A  MAGNETIZED MATERIAL LABEL AND A PROPER SHIPPING NAME.                                           
,  ,.       2.   NO MAGNETIC MARKING REQUIREMENT FOR SURFACE TRANSPORT.                               
,.    C.  FOR MAGNETIZED MATERIAL GREATER THAN 0.00525 GAUSS AT 15 FEET, WITH A COMPASS DEVIATION GREATER THAN 2  
            DEGREES:  SHALL BE SHIELDED WITH MANUFACTURER'S STANDARD 26 GAGE (0.0179 INCHES) LOW CARBON STEEL IN   
            ACCORDANCE WITH ASTM-A-568.                      
       D. ADDTIONAL AIR TRANSPORT REQUIREMENTS ARE:     
,.          1.  MAGNETIZED MATERIAL LABEL           
,.          2.  PROPER SHIPPING NAME                
,.          3.  UN NUMBER                           
,.          4.  MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129N (MARKING FOR SHIPMENT AND STORAGE), INCLUDING  
                 MANUFACTURER'S CAGE CODE AND THE SAME , COMMERCIAL OR OFF-THE-SHELF PART, TYPE, OR DESIGN CONTROL  
                 NUMBER AS IT APPEARS ON THE CONTRACT OR ORDER.                               
,.                                                
,BAR CODE MARKING:                                                             
,BAR CODE MARKING IS REQUIRED AND SHALL BE  APPLIED IN ACCORDANCE WITH AIM BC1 AND MIL-STD-129N.  EXCLUDED FROM    
 BAR CODE MARKING ARE:                                             
,.        1.  EXTERIOR CONTAINER OF UNRELATED ITEMS WHEN CONSOLIDATED INTO A SINGLE  "MULTIPACK" SHIPPING CONTAINER.          
,.                                           .   , 
,MATERIAL SAFETY DATA SHEET (MSDS) & HAZARD WARNING LABEL (HWL):                             
THE ABOVE PACKAGING AND MARKING INSTRUCTIONS ARE IN ADDITION TO AND DO NOT SUPERSEDE THE REQUIREMENTS TO 
FURNISH A MSDS AND HWL(S) AS DIRECTED BY FARS 52.223-3, HAZARDOUS MATERIAL IDENTIFICATION AND MATERIAL SAFETY 
DATA (JAN 1997) AND DFARS 252.223-7001, HAZARD WARNING LABELS (DEC 1991).                                      
.  THE CONTRACTOR SHALL SUBMIT A COMPLETED MSDS WITH APPLICABLE HWL(S) IN ACCORDANCE WITH FED-STD-313C.  THE   
   CONTRACTOR SHALL IDENTIFY THE MAGNETIC FIELD STRENGTH WITHIN SECTION 3 (PHYSICAL AND CHEMICAL DATA) OF THE  
   MSDS.    
   THE MSDS AND APPLICABLE HWL(S) SHALL BE REQUIRED TO BE SUBMITTED BY THE APPARENTLY SUCCESFUL  OFFEROR AND   
   SHALL BE EVALUATED/APPROVED BY DSCC-VSS, PRIOR TO CONTRACT AWARD. 

 
 
 
 
 
 
 


